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g l a s s  C l o t h  D i s C s
5 0 0 º f  ( 2 6 0 º C )

•  Recommended for thermal 
spray and high-temp powder 
coating

• Resistant to high-pressure  
 blasting

• Abrasion resistant

• Excellent resistance  
 to solvents

• Flame retardant

• Excellent tensile strength

M a s k i n g  D i e  C u t s

Fraction (in) Decimal (in) Metric (mm)

Gc00125 1/8 0.125 3.18 2000

Gc00187 3/16 0.187 4.75 2000

Gc00250 1/4 0.250 6.35 2000

Gc00312 5/16 0.312 7.92 2000

Gc00375 3/8 0.375 9.53 2000

Gc00437 7/16 0.437 11.10 2000

Gc00500 1/2 0.500 12.70 2000

Gc00562 9/16 0.562 14.27 2000

Gc00625 5/8 0.625 15.88 2000

Gc00687 11/16 0.687 17.45 1000

Gc00750 3/4 0.750 19.05 1000

Gc00812 13/16 0.812 20.62 1000

Gc00875 7/8 0.875 22.23 500

Gc00937 15/16 0.937 23.80 500

Gc01000 1 1.000 25.40 500

Gc01062 1-1/16 1.062 26.97 500

Gc01125 1-1/8 1.125 28.58 500

Gc01187 1-3/16 1.187 30.15 500

Gc01250 1-1/4 1.250 31.75 500

Gc01312 1-5/16 1.312 33.32 500

Gc01375 1-3/8 1.375 34.93 500

Gc01437 1-7/16 1.437 36.50 500

Gc01500 1-1/2 1.500 38.10 500

Gc01562 1-9/16 1.562 39.67 500

Gc01625 1-5/8 1.625 41.28 500

Gc01687 1-11/16 1.687 42.85 500

Gc01750 1-3/4 1.750 44.45 500

Gc01812 1-13/16 1.812 46.02 500

Gc01875 1-7/8 1.875 47.63 500

Gc01937 1-15/16 1.937 49.20 500

Gc02000 2 2.000 50.80 500
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