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h O O K  l O a D  C h a r t

s E l E C t I O n  &  P r I C E

h O O K s

Our UltrabakeTM hooks are designed for use during powder coating, E-coating and wet painting. They are 
manufactured from a high quality spring tempered steel, can withstand multiple burn-offs without losing temper, offer 
superior load capacities and can be welded into place. We have over 200 standard sizes in stock, and pride ourselves 
on same day shipments.

Through state of the art equipment, we have the capability to manufacture custom hooks. Shercon will supply 
samples, formed to your exact specifications, within 2 days.

Along with our commitment to precision, quality and service, you’ll find that we’re dedicated to offering hooks at a 
considerably lower price than any other supplier.  We can do this because of the high volumes we manufacture.
Call us today for free samples!

This	load	data	was	compiled	under	static	load	conditions	in	a	laboratory	and	is	given	for	reference	only.	The	actual	dynamic	load	capacity	will	
vary.	It	is	the	Customer’s	obligation	to	determine	whether	the	actual	dynamic	load	capacity	is	suitable	for	the	Customer’s	purpose.

220 lbs./100 kg

164.5 lbs./75 kg

53.7 lbs./24 kg

18.3 lbs./8 kg

9.7 lbs./4.3 kg

4 lbs./1.8 kg 2.6 lbs./1.2 kg

Weight (pounds/kilograms)Weight (pounds/kilograms)
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6.8 lbs./3 kg

16 lbs./7.3 kg

28 lbs./12.7 kg

58.8 lbs./26.7 kg

145 lbs./65.7 kg

HOOK PART NUMBERS
XX – XXX – XX – XX

The hook angle 
is measured 
clockwise 

looking at the 
bottom hook end
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C

CV
SQV

044 (0.044”)
062 (0.062”)
076 (0.076”)
120 (0.120”)
180 (0.180”)

3”
4”
5”
6”

10”

Hook Shape       Hook Wire Diameter          Hook Length             Hook Angle




